All PCD-tipped TAC Mills

DPD24

[ Diameter

¢ 63~31 5mm] QO;M

Non-ferrous

Face Milling

Shoulder Milling

For general purpose milling of aluminum alloys and

non-ferrous metals
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Rake angle A.R. +7°~+8.5°
R.R. 0°~+5°

Right hand (R) shown.

Mounting
details
DPD24063R/L o 63 22 20 40 6 10 0.6
DPD24080R/L o 4 80 25.4 26 9.5 1.1 9-144®
DPD24100R/L e 100 | 31.75| 32 50 8 12.7 2.1
DPD24125R/L o 125 | 38.1 10 15.9 3.2
DPD24160R/L o 6 160 | 50.8 11 19 4.8 9-144®
DPD24200R/L 8 200 38 7.9
DPD24250R/L 10 | 250 |47.625 63 | 44 | 254 12.4 91440
DPD24315R/L 12 | 315 20.3 9-144D)
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YDEN2405PDFR-D o General insert Fig.1
YDEN2405PDFR-WD () Wiper insert Without Fig.2
YDEN2405PDFR-BD ® Deburring wiper insert Fig.3
[“DX140” : 1-insert packing]|
l Replacement parts
Part Cat. No.
No. Parts
Cutter dia.(063) | Cutter dia.(¢80~100) | Cutter dia.(g125~)
@ |Insert locking wedge | FW-242R L FW-243R /L FW—245R /L
(@ | Wedge fixing screw FDS—8ST—18 FDS—8ST
@ | Screw for fine tuning ASM34L
Wrench for clamping inserts T—27T
Wrench for fine tuning T—6F
(@ : Stocked in Japan.]
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