n| L WU (waj 1 X1 kz| 1N 8] o] Le R=| = 2]
CNR/L0020P16 | BN ) 24 |20 (14.0/170 (30|18 (185 1°
CNR/L0025R16 { 2K ) 29 |25 (16.5/200 |38 |23 |22.5 1°
CNR/L0032S16 [ 2K ) 16NR/LLILCILIL] 37 [3220.1/250 |48 |30(29.5/15°| 1° |CSP16|GXN16-1|GXE16-1| T-15F
CNR/L0040T16 45 |40 (241|300 |60 | 37 |37.5 1°
CNR/L0050U16 55 |5029.4/350 |75 |47 |47.5 1°
CNR/L0025R22 | BN ) 30 [25(18.2| 200 |38 |23 |22.5 1°
CNR/L0032S22 ® 0 38 [32(21.9/250 (48|30 (29.5 1°
CNR/L0040T22 22NR/LLICIO] 46 |40(26.1/300 |60 37|31.5/15° 1° |CSP22|NXN22-1|NXE22-1| T-20F
CNR/L0050U22 56 |50 (31.0/350 (75|47 |47.5 1°
CNR/L0063V22 69 |63 (37.5/400 95|57 |60.5 1°
CNR/L0040T27 O 46 40/26.9| 300 |60 | 37 |37.5 1°
CNR/L0050U27 27NR/LULLO 56 |50(31.9/350 |75 37 (47.5/10°| 1° |CSP27|NXN27-1|NXE27-1| P-4
CNR/L0063V27 70 |63/38.7/400 |95 |57 |60.5 1°

Notes : ® Clamping-sets for CNR/L type toolholder consist of a clamp and a clamping screw.
® Shim sets for CNR/L type toolholder consist of a shim and a shim fixing screw.

@ Standard shims for CNR/L type toolholder are commonly used for right- and left-hand toolholder.
Use either top side or backside depending on the hand.
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